BA21-Medidor de concentracion de clorofila

Huch e

Tipo de recurso
Unidad de biologia vegetal y ambiental

Marca: Apogee Instruments

Modelo: MC-100

El medidor de clorofila es un equipo que mide de manera directa y no destructiva el contenido de clorofila
en las hojas.

Tiene un datalogger interno e incluye accesorios para reducir el area de medida.

Especificaciones técnicas:

SPECIFICATIONS

MC-100
Displayed Output Unit umal of chiorophyll per m* of |=af surface
Measurement Area 63.6 mm* (9 mm standard diameter), 19.6 mm? (5 mm diameter with reducer)
i 210 pmol m ¢ phyll conc ion for generic equati {lﬂ!’fﬂrmftsﬂ!ﬁ&ii,ﬂ.l
cChiorophyll content Index (CC1) Unit
Linearity 1%
Repeatability 1%
S e
el STt Lessthan 3 s
Time
Storage Capacity 8 ME for up to 160,000 data ; 94,000 data with GPS data entries
User Interface 50 mm by 15 mm graphic display screen; & push buttons for control and data manipulation
P Mini-B USE port provided for main data transfer; RS-232 port can be used with GPS for
i integrated measurement
Measured Variables Ratio of optical transmission at 231 nm te optical transmission at 653 nm
External GPS Option = : 2
i R5-232 port (GPS location data is saved with each measurement)
Internal GPS
Serial # 1521 and R5-232 functions removed in GP5 enabled units [no external GPS option)
above
Operating
Oto50C
Temperature Drift Temperature compensated source and detector circuitry over full range
Power Requiremeant Standard 8 W DC alkaline battery
Auto-Off Interval 4 minutes (with no key press or download)
Dimensions 152 mm length, 82 mm width, 25 mm height

Mass 210g



